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Headquarters 臺灣總公司
No. 8, Keji 1st Rd.,
Annan District, Tainan 70955,Taiwan
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Taichung 台中營業所
4F-4, No. 82, Daying W. 1st St.,
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Taipei 台北營業所
1F, No. 25-1, Hami St.,
Datong District, Taipei 10370, Taiwan
10370 台北市哈密街 25 之 1 號 1 樓
TEL: +886-2-25933744  FAX: +886-2-25923570

Suzhou 蘇州辦事處
Room 2305, Building C, No.757, Qianjin East Road,
Yushan Town Development Area, Kunshan City,  
Jiang Su Province, 215300, China
江蘇省昆山市玉山鎮開發區前進東路757號C棟2305室
TEL: +86-512-57710187   FAX: +86-512-50179942 

Dongguan Hwang Sun Industrial Co., Ltd.
東莞皇尚實業有限公司
Guangchang Road, Dingshan Village, Houjie Town,  
Dongguan, GuangDong, 523960, China
中國廣東省東莞市厚街鎮汀山村廣場路
TEL: +86-769-81636099  FAX: +86-769-81636399

HWANG SUN ENTERPRISE CO., LTD. 皇尚企業股份有限公司 ISO 9001:2008 SGS REGISTERED FIRM
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FEATURES 設備特性
1. Coating thickness and material thickness are adjustable. 

過膠厚度、滾輪轉速、膠量厚薄均可調節。
2. Tank cover, touch-stop roller shield, and emergency stop button 

ensures good safety. 
用於泡棉、沿條、反接等部位塗佈，特別適合於襯布等較薄材質。

3. Digital controller for precise temperature control and power saving. 
採用懸臂式設計ˋ膠槽護蓋ˋ滾輪防護罩ˋ防夾手設計確保安全。

4. PID temperature controller ensures precise working temperature 
and easy operation. 
數字控溫器具有數字顯示、警報、調節功能，確保溫度穩定和調節方
便。

SPECIFICATIONS 設備規格
SPEC 規格 UNIT 單位 HS7003A-A

Tank Capacity 膠槽容量 Liter 2

Max. Melting Rate 最大熔膠速率 Kg/HR 2

Viscosity 使用黏稠度 CPS 8000

Max. Operation Temp. 最高操作溫度 ℃ 220

Roller Width 滾輪寬度 mm 180

Weight 重量 Kg Approx. 48

Dimensions (L × W × H) 尺寸 (長 × 寬 × 高) mm 470 x 420 x 465 

Machine Power Consumption 主機功率 Watt 1900

Power Requirement 電力需求 220V AC 10A  50/60Hz / 1Φ

Application 鞋業應用：
• Coating foam (insdie tongue, or quarter)
     過泡綿（鞋舌泡綿ˋ鞋身泡綿）
• On/under quarter or on inner outer wall
     鞋身上ˋ下ˋ內ˋ外牆
• Temperedly fasten eyelet stay
     鞋眼部位暫時固定
• Various belt
     各式緞帶
• Flat coating sections
     各式需平面上膠的部位
• Coating insole (single side needed only) instead of double sided tape
     過鞋墊，只需單面過膠貼合即可，取代雙面刮膠在貼合。


